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TECHNICAL DATASHEET 

Description 
Adhesive Magnetic  boxes  with steel frame 
 

Application 
Clamping  Formworks  on steel  tables/formworks 
 

Properties 
Mechanical Properties 

Product Code Product description Gliding Force  Adhesive 
force 

CL1R600 Adhesive Magnetic box  600 kg with steel frame, handle 
and lever 

100 kg 600 kg 

CL1R625 Adhesive Magnetic box  600 kg with steel frame, handle 
and lever 

100 kg 600 kg 

CL1R700 Adhesive Magnetic box  700 kg with steel frame, handle 
and lever 

120 kg 700 kg 

CL1R800 Adhesive Magnetic box  PU 800 kg with steel body, handle 
and lever 

t.b.a. t.b.a. 

SOMAS1003E Adhesive Magnetic box  with steel body, handle and lever t.b.a. t.b.a. 

SOMAS1503E Adhesive Magnetic box  with steel body, handle and lever t.b.a. t.b.a. 

 
 
 
 
 
 
 
 

 
Dimensions 

Product Code Weight Width Height Length Handle 

CL1R600 3.6 kg 15 cm 8 cm 15 cm yes 

CL1R625 4.0 kg 15 cm 12 cm 15 cm yes 

CL1R700 5.3 kg 15 cm 14 cm 15 cm yes 

CL1R800 7.8 kg 18 cm 10 cm 20 cm no 

SOMAS1003E 1.36 kg 7.5 cm 8 cm 7.5 cm no 

SOMAS1503E 1.7 kg 10 cm 8 cm 7.5 cm no 
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